
7/36 Premier Circuit 

Warana, Qld, 4575 

Ph +617 5493 7357 



Make up a template to pre drill the posts with even spacings. Any old fence 

paling will do. This reduces time of measuring each hole to be drilled for each 

post.  



Drill each hole from the template using a 1/8 drill bit.  



Using the ócounter bore drill bitô, drill approximately 10-15mm in depth of the 

counter bore drill bit.  



Inserting the óphillips drive bitô into wood spigot, drive the spigot into the timber 

post until the lip of the spigot sits flush with the post. There is one spigot for 

each outside post. The cable will pass through all the intermediate posts.  



If passing cable through intermediate posts, drill a 10mm hole straight through 

all intermediate posts. Remove the nut from the swage stud and slide a rubber 

grommet over the stud and cable. One grommet on entry and exit of the 

intermediate post. After the cable has passed through the post, push the 

grommet into the post using a small flathead screwdriver or similar. 
 



Turning the wood spigot clockwise by hand, tension the pre-swaged cable and 

swage stud. This is done at both outside posts.  



Using óSTKô cable tension spanners, hold the swage stud with spanner #1 and 

rotate the wood spigot clockwise with spanner #2 until the required tension is 

achieved. To lock the system off, hold the spigot and tighten the locking nut 

with spanner #3.  


